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The dual-axis turntable can provide angular position, angular velocity and
angular acceleration motion excitation to test gyroscopes, inertial
measurement devices and accelerometers.

Basic Information

e Place of Origin: SHENZHEN

e Brand Name: FOVA

o Certification: CE;FCC

e Model Number: TWO AXIS TURNTABLE
e Supply Ability: 1000pcs/month
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Product Specification

e Power Supply: AC 220V/110V
o e Surface Treatment: Anodized
(3) e Rotation Accuracy: 0.01 Degrees
@
o o Tilt Range: +90 Degrees
I}
= e Control Method: Manual/Remote Control
Q
g o Load Capacity: 100kg
§ o Tilt Accuracy: 0.01 Degrees
)
(%_ e Material: Aluminum Alloy
g e Highlight: rotating weld positioner, rotating welding 30Kg,
g rotating welding table 30Kg
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Product Description

Fully Automated Aluminum Alloy Industrial Inertial Guidance Test and Calibration Systems

Product Description:

The Two Axis Turntable is designed with both manual and remote control capabilities, giving you the flexibility to choose the control
method that works best for your needs. The rotation accuracy of 0.01 degrees ensures that your equipment is tested and calibrated to the
highest level of precision.

With a tilt range of +90 degrees, this turntable provides an extensive range of motion, making it ideal for use in a variety of testing
scenarios. Whether you are testing aerospace equipment or industrial machinery, this turntable is sure to meet your needs.

The Two Axis Turntable is powered by AC 220V/110V, ensuring a reliable power supply for your testing needs. This turntable is an
essential tool for any company that requires precise and accurate testing of their equipment.

Investing in the Two Axis Turntable is a smart choice for any company looking to enhance their testing and calibration process. This top-
of-the-line rate table is the perfect addition to your Industrial Inertial Guidance Test and Calibration Systems, providing you with the
accuracy and precision you need to ensure your equipment is functioning at its best.
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TWO AXIS TURNTABLE

DESCRIPTIONS
The three-axis turntable series is a kind of precision test equipment , which can generate motion excitation such as angular position,
angular rate and angular acceleration in three directions to realize the test of the measured parts such as gyro , inertial measurement

o device and accelerometer. It can also realize the motion simulation of the three rotation directions of space , angular vibration , sway and
5 other dynamic movements .The turntable control system is composed of high performance control unit , high precision Angle measuring
o system , PWM digital servo amplifier and direct drive servo motor.
o) Main components: support, drive motor, power amplifier, Angle measuring element , AD/ DA card , etc. (all imported products) .
° Structure form: The mechanical platform adopts U-O-O or U-U-T structure form . Product category: speed position turntable , Angle
8_ shaking table , swaying table
c #
8- Index 2 FV 300 2 FV 400 2 FV 500 2 FV 600 2FV 700 Unit
o Structural form- Vertical horizental rotation- =
g Mesa matenal- Stainless steel/aluminum alloy optional« K !
@ Maximum load weight- 30-50- 30-50- 30-50- 30-60- 50~70- | Kg(Optional)~
< Table size-! ®300 ©400- ®500- DE0D: @700 | mme |
7} Mesa flatness— 0.02- 0.02- 0.05- 0.05- 0.05- mme
—
c Table height- 400~ 540- 640 740~ 840~ mm-
8 Rotation accuracy+ =3 =0 +1-3 +1~3< +1=3& "(Optional)~
> Angular position range« 20 3360+ 20 2360 | 20— £360- | #0— 2360 | 0- +360- ¥k
(<3 Angular_position accuracy+ +1=3 +1~32 +1~3= +1=3< +1=3¢ "(Optional}- |-
% Angular resolution: 0.0001 0.0001: 0,0001: 0.0001+ 0.0001- A
g Angular rate range- 0.001-10000 0.001-4500-| 0.001—2000- 0.001-1500- 0.001—1000: e L
o) Angular rate accuracy w1 w1 wels we s w1 *ga &
o Tt < 10+ T<w < 10: 1w < 10+ 1<t < 10¢ 1< < 10+
8 10 < we 10 <w- 10 <uw- 10 < w- 10 <w
3 1%10-32 | 1%10-3= 1=10-3= | 1=10-3 1=10-3- | 1° Average -
Speed smoothness« 12104 Todmiie) 121040 PopedOoteel 1= 1040 i0-Averaged
5x10-5 5% 10 -5- 5% 10 -5 5%10-5 5=10-5- | 360 * Average -
Maximum angular- Inner10000-| Inner14500- | Inneri3000< | Inner12000- | Inneri2000- b
doceleraiidns Outer 3000-| Outer 2000~ | Outer 1000 | Outer 500~ | Outer 500~ Teze L
Rocking function- optional- ptional~ tional i 2 optionak I
Rale resolution- 0.0001= 0.0001- 0.0001- 0.0001- 0.0001- | customizable-!
Slip ring number- 10~80- 10~80- 10-80- 10~80- 10~80- Optiganl~ -
System bandwidth- 5-100Hz| 5-80Hz~ 5~ 50 Hz~ 5-50 Hz= | 5-50Hz- | Hz{Optional)-
Slip-ring voice— 0.03- 0.03= 0.037 0.03= 0.03- = =
Leakage flux: 0.5 0.5 0.5 0.5+ 0.5 mT« k
Features:

Product Name: TWO AXIS TURNTABLE

Rotation Accuracy: 0.01 Degrees

Rotation Speed: 0.1-10 Rpm

Rotation Range: 360 Degrees

Material: Aluminum Alloy

Tilt Accuracy: 0.01 Degrees

Features:

Highly accurate rate table

Ideal for industrial inertial guidance test and calibration systems
Can be used as an inertial simulator

Constructed from durable aluminum alloy material
Rotation accuracy of 0.01 degrees

Rotation speed range of 0.1-10 RPM

Rotation range of 360 degrees

Tilt accuracy of 0.01 degrees




Applications:

Rate Table Testing

The FOVA TWO AXIS TURNTABLE is an ideal product for rate table testing. This product is designed to provide highly accurate and
reliable rotation and tilt control, making it ideal for testing and calibration applications. With its high tilt accuracy of 0.01 degrees and
rotation range of 360 degrees, the FOVA TWO AXIS TURNTABLE is the perfect tool for testing and calibrating industrial inertial guidance
systems.

Industrial Inertial Guidance Test and Calibration Systems

The FOVA TWO AXIS TURNTABLE is also an ideal product for industrial inertial guidance test and calibration systems. This product is
designed to provide high-precision rotation and tilt control, making it ideal for testing and calibrating a range of different industrial
systems. With its high tilt accuracy of 0.01 degrees and rotation range of 360 degrees, the FOVA TWO AXIS TURNTABLE is the perfect
tool for testing and calibrating industrial inertial guidance systems.

Turntable Applications

The FOVA TWO AXIS TURNTABLE is also an ideal product for a range of different turntable applications. Whether you need to rotate
and tilt objects for inspection purposes, or you need to create a rotating display for a product showcase, the FOVA TWO AXIS
TURNTABLE is the perfect product for the job. With its high-precision rotation and tilt control, this product is the perfect tool for any
turntable application.

With its CE/ISO9001/1SO14001/CB certifications, the FOVA TWO AXIS TURNTABLE is a highly reliable and trusted product that is
designed to provide years of trouble-free use. With a supply ability of 1000pcs/month, this product is readily available to meet the needs
of any customer. With its low power consumption of < 100W and power supply of AC 220V/110V, the FOVA TWO AXIS TURNTABLE is a
highly efficient and cost-effective product that is perfect for any application.
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