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Product Specification

360 Degrees

Customizable

Digital

Three

Digital

Room Temperature To 200 Degrees Celsius

Customizable

Adjustable

360° Three Axis Turntable, 
Three Axis Turntable Humidity Control , 
Three Axis weld positioner
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Place of Origin:

Brand Name:

Certification:

Model Number:

Minimum Order
Quantity:

Delivery Time:

Payment Terms:

Supply Ability:

Rotation Range:

Chamber Size:

Temperature Control:

Rotation Axis:

Humidity Control:

Temperature Range:

Sample Size:

Rotation Speed:

Highlight:
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Product Description

360° Three Axis Turn with Digital Temp and Humidity Control Chamber

Product Description:
The customizable chamber size of this turntable allows for the testing of different system sizes, which makes it a versatile testing tool.
This feature also ensures that the system being tested is tested under realistic conditions, which is important for accurate results.
The temperature range of this turntable is room temperature to 200 degrees Celsius, which means that it can simulate different
temperature conditions that are experienced in real-world scenarios. This is important for testing the reliability and effectiveness of a
system under different temperature conditions.
The turntable has a digital temperature control that allows for precise and accurate temperature control. This feature ensures that the
system being tested is subjected to the desired temperature conditions, which is important for accurate results.
The digital vacuum control of this turntable allows for precise and accurate vacuum control. This feature ensures that the system being
tested is subjected to the desired vacuum conditions, which is important for accurate results.
The digital humidity control of this turntable allows for precise and accurate humidity control. This feature ensures that the system being
tested is subjected to the desired humidity conditions, which is important for accurate results.
The Three Axis Turntable with Chamber is an inertial simulator that is designed to simulate the motions that are experienced in different
real-world scenarios. This feature ensures that the system being tested is subjected to the desired motion conditions, which is important
for accurate results.
In summary, the Three Axis Turntable with Chamber is an advanced testing tool that is designed to provide precise and accurate testing
of aerospace, automotive, and defense systems. Its customizable chamber size, temperature range, temperature control, vacuum control,
humidity control, and motion simulator features make it a versatile and reliable testing tool.
 

Features:
Product Name: THREE AXIS TURNTABLE WITH CHAMBER
Temperature Control: Digital
Vacuum Control: Digital
Vacuum Range: 0 To 1000 Mbar
Humidity Control: Digital
Sample Capacity: Up To 10 Samples
Can function as a centrifuge, turntable, and rate table
 

Technical Parameters:

Index 3FV600-W  

Maximum load weight 30~60 Kg(Optional)

Table size Φ600 mm

Table height 740 mm

Rotation accuracy ±1~3 ″ Optional)

Angula position range ±0 〜 ±360 °

Angula position accuracy ±1~3 ″ Optional)

Angular resolution 0.0001 °

Angular rate range 0.001〜1500 °/s

Angular rate accuracy
ω�1
1<ω�10
10<ω

 

Speed smoothness
1 × 10 -3
1 × 10 -4
5 × 10 -5

1° Average
10° Average
360 ° Average

Maximum angular acceleration

Inner2000

°/s2 customizableMiddle1000

Outer300

Rate resolution 0.0001 °

Slip ring number 10~80 Optioanl

System bandwidth 5~50Hz Hz(Optional)

Slip-ring voice 0.03 V

Tank range -60~+120 mT
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Tempe. control accuracy ±0.5 �

 

Applications:
One of the most common uses for this turntable is in the field of centrifuge testing. With a rotation range of 360 degrees, it is capable of
replicating the forces that a centrifuge would exert on a sample. This is essential for testing the durability and reliability of products that will
be used in high-stress environments.
In addition to centrifuge testing, the THREE AXIS TURNTABLE WITH CHAMBER is also a useful tool for testing the effects of vibration
and shock on samples. By simulating these forces, engineers can identify weaknesses in products and make improvements to increase
their durability.
The digital vacuum control and humidity control features of this product make it ideal for testing samples in a controlled environment. With
the ability to hold up to 10 samples at a time, it is perfect for testing a wide range of products, from electronics to medical devices.
Whether you are working in a research laboratory or a manufacturing facility, the THREE AXIS TURNTABLE WITH CHAMBER is a must-
have tool for any engineer or technician. With a minimum order quantity of just 1 and a delivery time of 15 days, it is easy to get your
hands on this innovative product. Payment terms are T/T and the supply ability is 1000pcs/month, ensuring that you can always get the
equipment you need when you need it.
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