
The three-axis turntable generates motion excitations such as angular
position, velocity, and acceleration in three directions, for testing gyroscopes,

inertial measurement units, and accelerometers.
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Three Axis Turntable for testing accelerometers
, Three Axis Turntable For testing Gyroscopes
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Brand Name:

Certification:

Model Number:

Minimum Order
Quantity:

Delivery Time:

Supply Ability:

Rotation Accuracy:

Angular Position
Accuracy:

Maximum Load Weight:

Structural Form:

Face Runout:

System Bandwidth:

Angular Rate Accuracy:

Angular Rate Range:

Highlight:
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Product Description

Product Description:

DESCRIPTIONS
 
Three-axis turntable with temperature chamber series is a kind of three-axis turntable equipment  that  can  meet  the  full temperature
test . It can generate motion excitation such as angular position , angular rate and angular acceleration  in  three  directions to realize the
test of the measured parts such as gyro , inertial measurement device and accelerometer.
The turntable is composed of four parts: mechanical body, temperature control box , electrical measurement and control cabinet ,
compressor and pipe support . The machine body is designed as  a  three-axis  U-U-T type  turntable , which  is  composed  of four
parts: base , outer frame shafting , middle frame shafting and inner frame shafting.

 
Structural form Three axis continuous rotation with chamber customizable
Mesa materia Stainless steel/aluminum alloy optional

Index 3FV300-W 3FV400-W 3FV500-W 3FV600-W 3FV700-W  
Maximum load weight 30 40 30~50 30~60 50~70 Kg(Optional)
Table size Φ300 Φ400 Φ500 Φ600 Φ700 mm
Table height 400 540 640 740 840 mm
Rotation accuracy ±1~3 ±1~3 ±1~3 ±1~3 ±1~3 ″ Optional)
Angula position range ±0〜 ±360 ±0 〜 ±360 ±0 〜 ±360 ±0 〜 ±360 ±0 〜 ±360 °
Angula position accuracy ±1~3 ±1~3 ±1~3 ±1~3 ±1~3 ″ Optional)
Angular resolution 0.0001 0.0001 0.0001 0.0001 0.0001 °

Angular rate range 0.001〜10000 0.001〜4500 0.001〜2000 0.001〜1500 0.001〜1000 °/s

Angular rate accuracy
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Speed smoothness 1 × 10 
1 × 10 
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 Maximum angular
acceleration

Inner10000 nner4500 Inner3000 Inner2000 Inner2000 °/s customizable
Middle3000 Middle2000 Middle1500 Middle1000 Middle1000
Outer2000 Outer1000 Outer500 Outer300 Outer300

Rate resolution 0.0001 0.0001 0.0001 0.0001 0.0001 °
Slip ring number 10~80 10~80 10~80 10~80 10~80 Optioanl
System bandwidth 5~ 100Hz 5~80Hz 5~50Hz 5~50Hz 5~50Hz Hz(Optional)
Slip-ring voice 0.03 0.03 0.03 0.03 0.03 V
Tank range -60~+100 -60~+100 -60~+120 -60~+120 -60~+120 mT
Tempe. control accuracy ±0.5 ±0.5 ±0.5 ±0.5 ±0.5 �

Support and Services:
The Product Technical Support and Services for the Single Axis Turntable include:
- Troubleshooting assistance for setup and operation issues
- Guidance on calibration procedures
- Software updates and compatibility information
- Replacement parts ordering and installation support
- Warranty inquiries and claims processing

Packing and Shipping:
Product Packaging:
The Single Axis Turntable is carefully packaged in a sturdy cardboard box to ensure safe delivery. The product is surrounded by
protective foam inserts to prevent any damage during transportation.
Shipping:
We offer reliable shipping services to ensure your Single Axis Turntable reaches you in perfect condition. Orders are processed promptly,
and we work with trusted carriers to deliver your product in a timely manner.

 +86 13410031670  allenxiao1003@gmail.com  fovapower.com

23F, Building B, Fujian Building, No. 2048 Caitian Road, Fushan Community, Futian Street, Futian District,
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